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IEC 3
2 IEC C )
NP CD CDV FDIS DC/DTR
7 1
20 13
55 2 3
( ) 2 4 4

NP New Work item Proposal CD Committee Draft
CDV Committee Draft for Vote FDIS Final Draft International Standard
DC Document for Comments DTR Draft Technical Report

TC20 20/1668/CDV 20/1669/CDV 20/1670/CDV

10

CbhvVv
IEC
IEC JIS
( )
2017/4 (TC7 PT62818 PT63089)
2017/3/28 29 (TC20 WG16 TF (IEC 60840 62067 63026))
2017/4/4 5 TC20 WG17
2017/4/6 TC20 PT63075
2017/5/4 5 TC20 WG18
2017/9/29 TC55 WG1
3 IEC ( ) 28 11 29 2
TC
(*1)
7 661 DC |TR 61597: Overhead electrical conductors calculation methods for
stranded bare conductors
20 | 1668 | cDV |EC 62893-1: Charging cables for electric vehicles of rated voltages up to
and including 0,6/1 kv - Part 1: General requirements
20 | 1669 | CcDV IEC 62893-2: Charging cables for electric vehicles for rated voltages up to
and including 0,6/1 kV - Part 2: Test methods
20 | 1670 | cDV IEC 62893-3: Charging cables fro electric vehicles of rated voltages up to

and including 0,6/1 kV - Part 3: Cables for a.c. charging according to modes
1, 2 and 3 of IEC 61851-1 of rated voltages up to and including 450/750 V
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IEC 62930: Electric cables for photovoltaic systems with a voltage rating

20 | 1671 | CDV
of 1,5 kV d.c.
IEC 60317-73/Ed1: Specifications for particular types of winding wires -
55| 1587 CD |Part 73: Polyester or polyesterimide overcoated with polyamide-imide
enamelled rectangular aluminium wire, class 200
55 | 1588 cD IEC 60317-74/Ed1: Specifications for particular types of winding wires -
Part 74: Polyesterimide enamelled rectangular aluminium wire, class 180
55| 1595 DC |Proposed revision to TC 55 Strategic Business Plan
Maintenance of specifications for polyester glass fibre wound, resin or
55| 1596 Q varnish impregnated or not impregnated, bare or enamelled rectangular
copper wire
55 | 1597 Q Questionnaire on Technical Specifications for triple insulated winding

wires (TIW)

(*1)
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